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IP 54

• 200 kg, 50/100 g
• 440 lb, 0.1/0.2 lb
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Electronic Chair Weigher 7702
Stamped class III, MDD Group 3

Báscula de silla de ruedas 7702
Clase de contraste, Grupo 3 de MDD 

Your specialist dealer:
Su distribuidor:

The mobile electronic chair weigher 7702 for highest require-
ments - Apart from the measuring according to the calibration
class III and the permission according to MDD (Medical Device
Directive) high accuracy and reliability, user-friendliness and easy
reading off are the most important factors for weighing sick or
handicapped people in hospitals and nursing homes.

Specification
• Mains operation: plug-in power supply unit

Input 230 V AC 50 Hz / Output 9 VDC 300 mA
• Battery operation: four 1.5 V Mignon batteries for permanent 

operation of approx. 160 hours
• With auto-off function (adjustable switch-off time)
• Dimensions: 580 x 1100 x 930 mm

Design
• Stamped class III, MedGV group 3
• BMI and dialysis function
• Seat made of easy to clean plastic, formfitting molded
• Fold-away footrests and armrests
• 4 wheels, 2 steer and clampable
• Indicator made of aluminium profile with plastic parts
• 7 digit backlit LC-display (LCD), 20 mm high figures
• Dual range scale
• Readout in kg or lb

Option
• Battery charger incl. rechargeable batteries, battery operating life:

approx. 120 hours, Order No. 2557.04.001
• Serial interface RS 232 for connection to PC/Printer, isolated
• Bag for power supply to fix at the chair weigher.

Order No. 2507.03.001

La silla móvil electrónica para las aplicaciones más exigentes -
Aparte de medir según la clase de la calibración III y el permiso
conforme al MDD ( Medical Device Directive ) sea alta exactitud
y confiabilidad, user - friendliness y lectura fácil de los factores
más importantes para pesar personas enfermas o minusválidas
en prácticas médicas y hospitales.

Datos técnicos
• Alimentación por red: entrada del enchufe de alimentación 

230 V AC 50 Hz / salida 9 VDC 300 mA
• Alimentación con pilas hasta 160 horas con 4 pilas redondas 

de 1,5 V cada una
• Con función de apagado automático (tiempo ajustable)
• Dimensiones: 580 x 1100 x 930 mm

Diseño
• Clase de contraste III, Grupo 3 de MDD
• Función BMI y diálisis
• Silla de plástico de fácil mantenimiento, forma ergonómica
• Apoya-pies y brazos plegables
• 4 ruedas, 2 dirigibles  y con bloqueo
• Visor en plástico resistente
• Pantalla LCD de 7 cifras, iluminación de fondo, altura de las cifras 

de 20mm
• Manejo en dos zonas
• Lectura en kg o lb

Optional
• Alimentación de carga con pilas recargables, duración de servicio 

de aprox. 120 horas. No de pedido 2557.04.001
• Puerto en serie RS 232 para conexión al ordenador o a la 

impresora, aislado
• Bolsa para fuente de alimentación para fijar en la báscula de silla de

ruedas. No de pedido 2507.03.001

IP 54
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20 mm

LCD Original Size/Dimensión original de la pantalla LCD 

Order No
No de pedido 

without interface
sin interface

Order No
No de pedido  

with interface
con interface

Weighing range
Capacidad

Graduation
Divisiones

Dimensions
Dimensiones

mm

Weight
Peso

kgkg lb g lb 

7702.01.001 7702.01.002 200 440
< 150 kg =   50 g
> 150 kg = 100 g

< 330 lb = 0.1 lb
> 330 lb = 0.2 lb

580 x 1100 x 930 27
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