
IDEATO, PROGETTATO E PRODOTTO IN ITALIA

• VO e Vocale, QuickSIN™
• Pesa meno di 300 grammi
• Soluzione conveniente
• Audiometro di toni puri di Tipo 3

L’orchestra perfetta
La linea completa per ORL e Audioprotesisti

AUDIOMETRI

Piccolo
Audiometro Portatile



 Piccolo is a portable diagnostic audiometer, offering air, bone and 
speech audiometry functions. Piccolo can be controlled either from a 
computer running Windows or from an iPad® over a Bluetooth wireless 
connection.
A lightweight, compact design, powerful, user-friendly software, and 
Noah connectivity combine to make Piccolo the ideal choice for profes-
sionals on the move.

THE MODELS
To best fit different needs, Piccolo is available in three versions:
• Basic: pure tone audiometry - only AC output
• Plus: pure tone audiometry - AC and BC outputs
• Speech: pure tone and speech audiometry - AC and BC outputs.  
 Only the Speech model includes a 2 channels Master Hearing Aid  
 and QuickSIN™.

IPAD® CONTROL
Whether you are hooked on iPads or just looking for a superbly porta-
ble solution, you can download the Inventis Maestro app from Apple®’s 
App Store®. The Aero option lets you control Piccolo directly from your 
iPad® over a Bluetooth connection (iPad® 3 or newer required). The 
Maestro app features a complete patient database, allowing you to 
print professional reports and export data to Maestro.

INCREDIBLY PORTABLE
Piccolo is extremely light (less than 300 grams), boasts a very small 
footprint, and does not even need a power supply when controlled 
through the computer. It is therefore the perfect solution for anybody 
seeking a top quality portable audiometer.

COMPUTER CONTROL
Connect Piccolo to the USB port of your computer and you are ready to 
go. There is no need to install a driver or even plug in a power supply. 
You can control Piccolo through the Maestro’s amazingly user-friendly 
interface, available also for Noah software.

TECHNICAL DATA
AUDIOMETRY

Intensity:  ................ AC: -10 to 120 dB HL 
BC: -10 to 80 dB HL

Freq. range:  ........... 125-8000 Hz
Input:  ...................... Basic, Plus: tone, warble tone

Speech: tone, warble tone, EXT1, EXT2, Mic
Masking:  ................ Basic, Plus: NBN 

Speech: NBN, WN, SN
Output:  ................... Basic: AC L+R

Plus, Speech: AC L+R, BC
Talk over:  ............... External microphone

DEVICE SPECIFICATIONS

Conn. to PC:  ........... USB
Compatible sw:  ...... Inventis Maestro (stand-alone or Noah module)
Language:  .............. Multilingual interface
Conn. to iPad®:  ...... Bluetooth 4 (requires Aero option)
Controlling App:  .... Maestro
Dimensions:  ........... 16 x 16 x 3 cm 

6.3 x 6.3 x 1.2 in. (DxWxH)
Weight:  ................... 0.31 kg / 0.68 lbs

Piccolo
Portable Audiometer
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CORSO STATI UNITI, 1/3
35127 PADOVA – ITALY

PHONE:  +39.049.8962 844
FAX:  +39.049.8966 343

info@inventis.it
www.inventis.it

INVENTIS s.r.l.

Discover the complete orchestra at: www.inventis.it

Find our distributors at:
www.inventis.it/dealers
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6.3 x 6.3 x 1.2 in. (DxWxH)
Weight:  ................... 0.31 kg / 0.68 lbs
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___ Piccolo è un audiometro diagnostico portatile, che offre funzionalità in 
via aerea, ossea e audiometria vocale. Piccolo può essere controllato da 
un computer che esegue Windows.
Un design leggero e compatto, potente, il software user-friendly, e la con-
nettività NOAH si combinano per rendere Piccolo la scelta ideale per pro-
fessionisti in movimento.

I MODELLI
Per soddisfare le diverse esigenze, Piccolo è disponibile in tre versioni:
• Basic: Tono audiometria pura - solo uscita VA
• Plus: Puro tono audiometria - uscite VA e VO
• Speech: Tono puro e audiometria vocale - uscite VA e VO. Solo il modello 

vocale include il Master Hearing Aid a 2 canali e QuickSIN™.

INCREDIBILMENTE PORTATILE
Piccolo è estremamente leggero (meno di 300 grammi), vanta un ingom-
bro molto ridotto, e non ha nemmeno bisogno di un alimentatore quando 
viene controllato attraverso il computer. È quindi la soluzione perfetta per 
chi cerca un audiometro portatile di alta qualità.

CONTROLLO COMPUTER
Basta collegare Piccolo alla porta USB del computer e si è pronti ad utiliz-
zarlo. Non c’è bisogno di installare un driver o la presa anche in un alimen-
tatore. È possibile controllare Piccolo attraverso l’interfaccia incredibil-
mente facile da usare del Maestro, disponibile anche per il software Noah.

DATI TECNICI
AUDIOMETRIA

Intensità: ...................... VA: da -10 a 120 dB HL
                                           VO: da -10 a 80 dB HL
Freq. intervallo: ........... 125-8000 Hz
Ingresso: ...................... Basic, Plus: continuo, warble
                                           Speech: continuo, warble, EXT1, EXT2, Mic
Masking: ...................... Basic, Plus: NBN
                                           Speech: NBN, WN, SN 
Uscita: .......................... Basic: VA L + R 
                                           Plus, Speech: VA L + ,VO 
Talk-over: .................... Microfono esterno

CARATTERISTICHE DEL DISPOSITIVO

Conn. PC:. .................... USB
SW compatibile: .......... Inventis Maestro (stand-alone o modulo Noah)
Lingua: ......................... Interfaccia multilingue
Dimensioni: .................. 16 x 16 x 3 cm
                                           6.3 x 6.3 x 1.2 in (PxLxA) 
Peso: ............................ 0,31 kg / 0.68 lbs
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Audiometro Portatile
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Trovate i nostri distributori su:
www.inventisbiomedica.it

Scopri l’orchestra completa a: www.inventisbiomedica.it


